














CHAPTER 4.
FUNCTIONAL SPECIFICATION

How To Control PTZ Camera
PTZ functions - Up, Down, Left, Right movements are carried out using
the SHIFT SETUP Buttons. Focus and Zoom adjustments are made using
the FAR/NEAR (Focus) and TELE/WIDE (Zoom) buttons.

Function Setup of the PTZ

__ Usethe SHIFT SETUP keys to adjust GPST/ SPST/ TOUR /
[ SET SPD and MENU settings (displayed on the lower part of the

LCD screen) by pressing the SET key once.

GPST (GO TO PRESET) : Moves the camera view to a designated preset
location; Presets are numbered 1 to 99. The cursor moves to the GPST
position when the ["==_| key is pressed. Select the previously stored
PRESET number using <_a > & <~ v > keys. Once selection is
complete, press the [“s= | key once more and the camera will move to
the PRESET location.

SPST (SET PRESET) : Sets and stores PRESET information in the range
from 1 to 99. First, move the camera to the required view and press the
[C== Jkey, and use @&@ keys to place the cursor at the location of the
chosen preset. Then Set up the address where the preset is to be stored

by using the <_a_>& < v_>keys, and press the (== Jkey once

more. The location information is now stored as a preset address.

TOUR : Follows the TOUR pattern set up using the SPST and MENU
information. The Setup range is from1 to 99. TOUR can be designated
in the MENU of PTZ.

SPD (SPEED) : Move the cursor to the SPD icon, using the procedures
described above. A total of 16 increments in speed (1 to 16) are available

for selection using the <_a_ > & <5 > keys.

MENU : Place the cursor at the MENU location, using the procedures
described above. The MENU of the PTZ can be displayed on LCD screen.
using the key.
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! CAUTION

1. Make sure to check the communication protocol, transmission
speed, and PTZ ID.

2. The input signal from the controller can be checked when the
communication line is connected to the Rx terminal of the RapportII.

* Control Setup of PTZ
The PTZ ADDR menu bar is accessed, on the top section of the LCD screen,
when the [“s=v_] key is depressed for more than 3 seconds.

The activated menu can be changed to PROTOCOL and BAUDRATE
by pressing the @ & 8 keys.

PTZ ADDR : Setup the PTZ ID. The default value
is 001. To change the PTZ ID use the

> e ey

The available values are 001 through to 255.

PROTOCOL : Used to set the PTZ PROTOCOL .
The default value is set to PELCO-D. To change

to another protocol, use the < a_ >&< vy >

keys to see the available protocols.

BAUDRATE : Sets the TRANSMISSION SPEED.
The default value is 2.4Kbps.

Usethe < a > & < v > keys to alter the
speed — the available options are from
2.4Kbps~ 38.4Kbps.

! CAUTION

Check the CAMERA ID, PROTOCOL and BAUDRATE settings prior to testing.
A PTZ camera cannot be controlled unless all three settings are correct.
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NO CONNECTION

CABLE TEST (SET)

+ Connect the UTP cable to be tested to the UTP port of the Rapportll,
and connect the other end of the cable to the yellow UTP test dongle.

Once the connection is completed, the connectivity of the cable under test
is checked by pressing the key. Straight through and crossed
cables can be verified.

Disconnections and short-circuits are also displayed.

N0 CONNECTION

CAULE TEST {SET)
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VIEW INFORMATION |
Mode Select : To access this menu depress
the | weoe | key for more than 3 seconds.

Select VIEW INFORMATION from the MODE
SELECT list, then press the | ser | key.

EXIT PRESS KEY|

Mode Select : To access this menu depress
the ] wooe | key for more than 3 seconds.
Select MAIN SETTING from the MODE

SELECT list, then press the key.

SAVE/EXIT-SET EXIT-0SD

Select a menu item by pressing the @& @ keys. Each
setup value can be changed by pressing the @ & @ keys

+ Selecting USER NAME initiates an editing menu and shows the
associated key strokes.

 SLEEP TIME makes the power go OFF automatically, unless
a button is pressed. The options are OFF, 1, 5, 10, 30 or 60 minutes.
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TABLE 1- SYMBOLS

**The equipment shall not be used for measurements of categories Il, Il and IV.
**|f the equipment is used in a manner not specified by the manufacturer,
the protection provided by the equipment may be impaired.

Number Symbol Reference Description

1 — IRE 60417 - 5031 | Direct current

2 N IRE 60417 - 5032 | Alternating current

3 = IRE 60417 - 5033 | Both direct and alternating current

4 3~ Three-phase alternating current

5 J_ IRE 60417 - 5017 | Earth (ground) TERMINAL

6 @ IRE 60417 - 5019 | PROTECTIVE CONDUGTOR TERMINAL

7 /J7 IRE 60417 - 5020 | Frame or chassis TERMINAL

8 % IRE 60417 - 5021 | Equipotentiality

9 | IRE 60417 - 5007 | On(Supply)

10 O IRE 60417 - 5008 | Off(Supply)
Equipment protected throughout

1 O IRE 60417 - 5172 | by DOUBLE INSULATION or
REINFORCED INSULATION

12 A Caution, rick of electronic shock

13 /B\ | 1RE60417-5041 | Cauton, hotsurface
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